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QUALITY WITH GUARANTEE

Yard Sp. z o.o. produces professional 
chemistry under its own brand name, alabaster®. In 
the production halls of the plant, there are two 
modern technological lines: for bulk products -
alabaster plaster, gypsum, and for "wet” products -
alabaster hydro-insulations of membrane, disper
adhesives, joint compounds, primers. YARD Sp. z o.o. 
has been working on its success since 1999, offering 
the products made of the highest class of raw 
materials, in accordance with the optimally selected 
recipes and technologies. 
We have received numerous awards at the 
construction trade fairs, we operate based on the 
Quality Management System (ISO 9001:2008). 

PRODUCTS FOR 
PROFESSIONALS

REMEMBER TO PROPERLY 
PREPARE THE SUBSTRATE 

Careful preparation of the substrate should be a basic 
step to start all kinds of finishing works. This is a very 
work consuming stage, and therefore often omitted. We 
must  note,  however,  that  omission  of  priming  or  
inaccurate cleaning the surface of walls and ceilings has 
a huge influence on the final result of the executed 
works.  Therefore,  if  you  want  your executed work to 
preserve aesthetic look, strength and performance for 
years, make sure that the substrate is: 

• clean - free from dust, remains of paints, adhesives 
and other pollutants, 

•  supporting - check whether there are no loose or 
bulk elements on the surface, 

•  stable - make sure that the substrate does not bend, 
especially made of plasterboards and wood-based 
materials, which should be thoroughly tightened, 

•  equal - to level all kinds of cracks, holes or scratches, 
use white plaster by alabaster, 

•  unabsorbing - to reduce the use of paints, 
improve adhesion of plasters, unify absorbance, apply 
alabaster Primer-U or specialized alabaster Primer-S 



PRODUCTS FOR 

WHITE PLASTER BY ALABASTER 

Mixture of natural alabaster gypsum, connected with a number 
of fillers and a wide range of modifying additives. Intended to 
execute the finishing works in construction in order to obtain a 
smooth surface under painting. It connects important usable 
parameters, primarily wearing and hardness. Perfect for old oil 
and emulsion paints covers. It is suitable as filler for losses and 
scratches. 
The scope of application includes gypsum, plasterboard, cement 
plaster, cement-lime substrate. 

ALABASTER PRIMER-U

It is produced based on the highest quality acrylic dispersion, 
which penetrates heavily in the substrate, strengthening and 
sealing it. It prevents from absorption of excessive amounts of 
water, which protects the substrate from harmful effects of 
moisture. It improves adhesion of adhesives, paint wearing. By 
plastering and filling, it improves uniformity and speed of 
binding. After drying, it forms a colourless cover. 

FRENCH GYPSUM ALABASTER

Natural gypsum mixture, connected with limestone fillers and 
enriching additives, modifiers, delaying binding and providing 

excellent adhesion. Snow-white, flexible when being applied. It 
is designed to execute finishing works inside the rooms. 

Suitable for use on gypsum, plasterboard, 
ceramic brick substrate. 

ALABASTER MEMBRANE

Ready-to-use liquid film produced based on acrylic resin. It 
is designed for surface, non-weld sealing of substrates with 
high intensity of moisture (kitchens, bathrooms, laundries) 
before laying ceramic tiles. 
It is suitable to execute anti-moisture covers in the floor 
heating systems. 
Ideal for concrete, plasters, plasterboard, screed substrates. 

ALABASTER CONNECT

Mixture of natural alabaster gypsum, limestone fillers, modifying 
additives and cellulose fibres. It is characterized by excellent 
flexibility and adhesion to the substrate during application. 
Suitable for connecting plasterboards without the reinforcing 
tape. It is used to fill cracks and scratches on the surfaces of 
walls and ceilings. 

ALABASTER FINISH

ALABASTER MEMBRANE Z

It is fast-binding, two-component, flexible sealing mortar 
protecting the substrate against water and moisture, covering 
scratches and cracks. It is vapour permeable, characterized by 

very good adhesion to the substrate and the resistance to 
penetration of water. It is applied to execute economic and 

reliable hydro-insulation of terraces, balconies, bathrooms and 
to insulate external and internal walls of basements and 

foundations. 

ALABASTER PRIMER-S

Specialized primer, deeply penetrating, produced based on fine 
dispersion. Especially recommended for difficult substrates 

inside and outside the buildings, perfectly unifies absorbency of 
the mineral substrates, reduces dusting and increases adhesion 

of the layers. Ideal for priming the surface such as concrete, 
autoclaved aerated concrete, cement-lime plasters, limestone 

plasters, gypsum plasters, OSB. 

ALABASTER K2

Dispersion adhesive for difficult substrates in the form of ready 
for use thick paste. It is characterized by high adhesion and 
flexibility. It does not discolour a natural stone. It is designed for 
bonding ceramic tiles, gress, marble slabs. Perfect for all kinds of 
substrates: concrete, plaster, MDF chipboards, OSB. 
Suitable for adhesion of styrofoam elements. 

Ready plaster produced based on styrene and acrylic 
dispersions and mineral fillers. Used for final smoothing and 
levelling  the  surface  under  painting.  It  is  characterized  by  
excellent  flexibility,  adhesion  and  easy  sanding.  It  has  micro-
reinforcing properties, ideal for manual and mechanical 
application.  Perfect  for  all  kinds  of  substrates:  concrete,  
gypsum. 

ALABASTER SEALING TAPE

Flexible tape made of high-strength polyester used to execute 
external and internal water-proof coatings in wet and moisture 
areas with liquid film alabaster membrane. Used in places of 
expansion joints, edges, as sufficient protection against 
moisture. Ideal for concrete, cement, plasterboard, screed 
surfaces. 

ALABASTER PLASTER PRIMER - QUARTZ

Ready to use product that assures perfect adhesion of plasters. It 
levels and reduces absorption of substrates. Quartz is a product 

of high performance, easy and fast in application. Perfect for 
concrete substrates, OSB, on surfaces with low water absorption, 

difficult-to-remove remains of old adhesives and paints. The 
primer can be used outside and inside the buildings, also with 

the floor heating. 


